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	Unit
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	Total amount
	



	1.0 
	             .........................  pcs.                   ..............................  €             ..............................  €

GEZE sliding door fitting Perlan 140 KS

Sliding door fitting for leaf weights up to 140 kg:

- Closed aluminium track
- Roller carriage, black, with plastic groove and rollers as well as maintenance-free ball bearings for smooth running. 

- Corrosion-proof components (protective class 4 in accordance with DIN EN 1670) 

Standard version/scope of supply:

1 track for direct ceiling or wall installation using brackets,

2 roller carriages with suspension bolts,

2 suspension plates,

1 floor guide,

2 tube buffers with

1 hold-open spring

2 end caps black

Construction dimensions:
Leaf width: ............ mm

Type of installation:
(  ) direct ceiling installation
(  ) with wall attachment brackets

(  ) optional ceiling installation with fixing plates

Area of application:

Particularly suitable for maritime environments or increased chemical loads.

- single or multiple leaf sliding elements

- sliding shutters

Vertical and wall offset adjustable



	1.1 
	             .........................  pcs.                   ..............................  €             ..............................  €

Additional buffer (floor or wall installation)

In addition to the end stop, the door leaf must be stopped by a further buffer that is attached either at the middle of the door or at the bottom, so that the door leaf is stopped at the top and bottom at the same time.


	1.2 
	             .........................  pcs.                   ..............................  €             ..............................  €
Floor guide with continuous rail and adjustable slider


	1.3 
	             .........................  pcs.                   ..............................  €             ..............................  €
Adjustable hold-open device
In addition, an adjustable hold-open device can be installed, which can be used to vary the engaging and releasing force.



	1.4 
	             .........................  pcs.                   ..............................  €             ..............................  €
Wall mounting console with weather canopy

Continuous wall attachment profile with attachment brackets for up to 3 parallel Perlan 140 runner channels and matching weather canopy with side parts.

(  ) With bracket size 1, length: ......

(  ) With bracket size 2, length: ......



	1.5 
	             .........................  pcs.                   ..............................  €             ..............................  €

Set Perlan AUT 2
For leaf weights up to 120 kg

For automating a manual sliding door fitting. 

The motor is fixed directly to the track and is suitable for protected outdoor areas.

The control unit is in the flush-mounted box of the control switches.

Running speed max. 0,1 m/s.

Not suitable for doors in passage areas. 
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